














FM Ice Machines

FM Product Highlights

The FM series produce flake/nugget ice, with the nugget ice compressed during production to make it long-lasting.

The flake and nugget ice is popular for a variety of cooling purposes including the display of fish and fresh produce, and also

in the medical world for cooling blood and organs.

The characteristics of the ice produced Carbon auger bearings are used within this

by Hoshizaki ice makers means that range and they are far more robust than roller
‘freeze- burn’is no longer an issue bearings, enhancing product life expectancy
when displaying fresh and also reducing maintenance costs.

fish or produce.

Hoshizaki ice machines in this range can be converted to either flake or nugget ice relatively inexpensively,

providing a higher level of flexibility than other machines on the market.

consumption is equal to the ice HACCP INTERNATIONAL

o
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Nugget Ice 88% 12% 2 2
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Cubelet Ice 90% 10% w m
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FM Ice Machines

www.hoshizaki-europe.com

Updates to the FM
and CM Range of Ice Makers

The new range of self — contained Flake (FM), Nugget and Cubelet (CM) machines offer improved features

and enhancements.

Notable Improvements include:

® Automatic Flush Function - regular flushing to keep the ice making system clean

® One piece bin moulding — round corners are more hygienic and are easier to keep clean
® Integrated door handle design — for ease of opening and cleaning

® FM-150KE offers increased ice production capacity from model FM-120EE

® Controller board with Operation Status Display now easier to access - ensuring product durability

and lower maintenance costs

e sor
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Operation Status Display

Please note the following model name changes from the Former Series to K Series:

Ice Type Former Series Improved K Series
FM-170AFE FM-170AKE
FM-481AWGE FM-480AWKE

e FM-600AWHE FM-600AWKE
FM-481AGE-HC FM-480AKE-HC
FM-170AFE-N FM-170AKE-N
FM-481AWGE-N FM-480AWKE-N

et FM-600AWHE-N FM-600AWKE-N
FM-481AGE-HC-N FM-480AKE-HC-N
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FM Ice Machines - Self Contained
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FM-80KE/-N

Production Capacity (kg/24h) Approx. 85(F) / 65(N)

Storage Bin Capacity (kg) Approx. 26(F) / 32(N)
Dimensions Wx D x H (mm) 640 x 600 x 800
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,3

Refrigerant R134a

Weight Gross / Net (kg) 75/65

Air Cooled Model(s) FM-80KE, FM-80KE-N
Type of Ice FM-80KE — Flake Ice

FM-80KE-N — Nugget Ice

FM-150KE/-N, CM-140KE

Production Capacity (kg/24h) Approx. 150(F) / 140(N) / 140(C)

Storage Bin Capacity (kg) Approx. 26(F) / 32(N) / 32(C)

Dimensions W x D x H (mm) 640 x 600 x 800

Electrical Supply 1/220 - 240V/50Hz

Electrical Capacity (kW) 0,64

Refrigerant R134a

Weight Gross / Net (kg) 82/71

Air Cooled Model(s) FM-150KE, FM-150KE-N, CM-140KE
Type of Ice FM-150KE - Flake Ice

FM-150KE-N — Nugget Ice
CM-140KE - Cubelet Ice

FM-150KE-50/-N

Production Capacity (kg/24h) Approx. 150(F) / 140(N)

Storage Bin Capacity (kg) Approx. 57(F) / 65(N)

Dimensions W x D x H (mm) 940 x 600 x 800

Electrical Supply 1/220 - 240V/50Hz

Electrical Capacity (kW) 0,64

Refrigerant R134a

Weight Gross / Net (kg) 94/81

Air Cooled Model(s) FM-150KE-50, FM-150KE-50-N
Type of Ice FM-150KE-50 — Flake Ice

FM-150KE-50-N — Nugget Ice

« Production capacity (kg/24h): AT10°C, WT10°C
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FM Ice Machines - Modular
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FM-170AKE/-N-SB

Production Capacity (kg/24h) Approx. 170(F) / 160(N)
Dimensions W x D x H (mm) 560 x 700 x 780
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,60(F) / 0,62(N)
Refrigerant R134a

Weight Gross / Net (kg) 75/68

Corresponding Bins

B-301SA, B-501SA, B-801SA

Top Kits See page 51 for Configurations
Air Cooled Model(s) FM-170AKE-SB, FM-170AKE-N-SB
Type of Ice FM-170AKE-SB - Flake Ice

FM-170AKE-N-SB - Nugget Ice

FM-300AKE/-N-SB

Production Capacity (kg/24h) Approx. 320(F) / 270(N)
Dimensions W x D x H (mm) 560 x 700 x 780
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 1,0

Refrigerant R404A

Weight Gross / Net (kg) 87/80

Corresponding Bins

B-301SA, B-501SA, B-801SA

Top Kits

See page 51 for Configurations

Air Cooled Model(s)

FM-300AKE-SB, FM-300AKE-N-SB

Type of Ice

FM-300AKE-SB - Flake Ice
FM-300AKE-N-SB — Nugget Ice

FM-480AKE/-N-SB

Production Capacity (kg/24h) Approx. 500(F) / 430(N)
Dimensions W x D x H (mm) 560 x 700 x 780
Electrical Supply 1/230V/50Hz
Electrical Capacity (kW) 1,65
Refrigerant R404A

Weight Gross / Net (kg) 102/95

Corresponding Bins

B-301SA, B-501SA, B-801SA

Top Kits See page 51 for Configurations
Air Cooled Model(s) FM-480AKE-SB, FM-480AKE-N-SB
Water Cooled Model(s) FM-480AWKE-SB, FM-480AWKE-N-SB

Air cooled Remote Model(s)

FM-481ALGE-SB*, FM-481ALGE-N-SB*

Type of Ice

FM-480AKE-SB, FM-480AWKE-SB,
FM-481ALGE-SB* — Flake Ice
FM-480AKE-N-SB, FM480AWKE-N-SB,
FM-481ALGE-N-SB* — Nugget Ice

*These products can be produced upon customer request. Please take longer lead times into consideration.
« Data shows the standard air cooled flake model « Production capacity (kg/24h): AT10°C, WT10°C
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FM Ice Machines - Modular
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FM-600AKE/-N-SB

Production Capacity (kg/24h) Approx.

600(F) / 530(N)

Dimensions W x D x H (mm)

560 x 700 x 780

Electrical Supply

1/220 - 240V/50Hz

Electrical Capacity (kW)

1,90(F) / 1,95(N)

Refrigerant

R404A

Weight Gross / Net (kg)

114/107

Corresponding Bins

B-301SA, B-501SA, B-801SA

Top Kits See page 51 for Configurations

Air Cooled Model(s) FM-600AKE-SB, FM-600AKE-N-SB
Water Cooled Model(s) FM-600AWKE-SB*, FM-600AWKE-N-SB*
Type of Ice FM-600AKE-SB, FM-600AWKE-SB*

— Flake Ice
FM-600AKE-N-SB,
FM-600AWKE-N-SB* — Nugget Ice

FM-750AKE/-N

Production Capacity (kg/24h) Approx.

750(F) / 590(N)

Dimensions Wx D x H (mm)

762 x 700 x 780

Electrical Supply

1/220 - 240V/50Hz

Electrical Capacity (kW)

1,88(F) / 2,01(N)

Refrigerant

R404A

Weight Gross / Net (kg)

143/133

Corresponding Bins

B-501SA, B-801SA

Top Kits

See page 51 for Configurations

Air Cooled Model(s)

FM-750AKE, FM-750AKE-N

Type of Ice

FM-750AKE - Flake Ice
FM-750AKE-N — Nugget Ice

FM-1000AKE/-N

Production Capacity (kg/24h) Approx. 1030(F) / 860(N)
Dimensions W x D x H (mm) 762x700x 780
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 2,49(F) / 2,55(N)
Refrigerant R404A

Weight Gross / Net (kg) 156/146

Corresponding Bins

B-501SA, B-801SA

Top Kits See page 51 for Configurations
Air Cooled Model(s) FM-1000AKE, FM-1000AKE-N
Type of Ice FM-1000AKE - Flake Ice

FM-1000AKE-N — Nugget Ice

*These products can be produced upon customer request. Please take longer lead times into consideration.

« Data shows the standard air cooled flake model « Production capacity (kg/24h): AT10°C, WT10°C
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FM Ice Machines - Modular
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FM-1200ALKE/-N

.........

Production Capacity (kg/24h) Approx. 1200(F) / 1060(N)
Dimensions W x D x H (mm) 762 x700x 780
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,47(F) / 0,515(N)
Refrigerant R404A

Weight Gross / Net (kg) 108/98

Excluding the Remote 2,83kW —-25°C

Refrigeration Unit

Corresponding Bins

B-501SA, B-801SA

Top Kits See page 51 for Configurations
Air Cooled Model(s) FM-1200ALKE, FM-1200ALKE-N
Without Refrigeration Unit

Type of Ice FM-1200ALKE - Flake Ice

FM-1200ALKE-N — Nugget Ice

FM-1800ALKE/-N

Production Capacity (kg/24h) Approx. 1800(F) / 1370(N)
Dimensions W x D x H (mm) 1080 x 700 x 780
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,71(F) / 0,77(N)
Refrigerant R404A

Weight Gross / Net (kg) 155/140

Excluding the Remote 4,3kW - -25°C
Refrigeration Unit

Corresponding Bins B-801SA

Top Kits

See page 51 for Configurations

Air Cooled Model(s)
Without Refrigeration Unit

FM-1800ALKE, FM-1800ALKE-N

Type of Ice

FM-1800ALKE — Flake Ice
FM-1800ALKE-N — Nugget Ice

« Production capacity (kg/24h): AT10°C, WT10°C

HOSHIZAKI-ISSUE 4
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FM Ice Machines - Hydrocarbon
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FM Hydrocarbon Machines

Hydrocarbons have proven to be more energy- efficient than most conventional refrigerant systems. We use an extremely
low level of the refrigerant R290 (propane) within our fully compliant hydrocarbon FM series ice makers, using well below
the legal allowance of hydrocarbon. Our FM-481AGE-HC hydrocarbon ice maker uses a total charge of only 156gr of R290
within a dual system whereas the equivalent R4o4a version utilizes a charge of 770gr. When using hydrocarbon R290

ice makers, energy consumption is lowered by up to 20% in one unit which also reduces carbon emissions from energy

suppliers (power stations) and saves on operators running costs.

ECOFRIENDLY
HFCFREE

Hoshizaki's HFC Free units within the FM series use 100%
HFC free CO? foam insulation which helps to further
reduce running costs by maintaining a uniform unit
temperature and also contributes to reducing direct

Green House Gas emissions.

The molecular make up of hydrocarbons means that they

are able to work at lower pressures to reduce the stress
on the system units. This has the added potential benefit
of reducing compressor running times, all contributing to
a lower operating temperature, less heat and noise, more
durable components and extended machine lifespan.
This combined with the high quality and durable designs
of Hoshizaki units means that operators will see a long

term return on their equipment investment.

39 HOSHIZAKI-ISSUE 4



FM Ice Machines - Hydrocarbon
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FM-170EE-HC/HCN* / FM-170EE-50-HC/HCN*

ECOFRIENDLY Production Capacity (kg/24h) Approx. 165 (F) / 145 (N)
HFCFREE
Storage Bin Capacity (kg) Approx. 26(F) / 32(N) / 57(-50)
___._.—-—'—'_'_'___'_'_ . .
; l Dimensions W x D x H (mm) 640 x 600 x 800/ 940 x 600 x 800 (-50)
= Electrical Supply 1/220 - 240V/50Hz
.—--"’_s,-. Electrical Capacity (kW) 0,495(F) / 0,500(N)
' Refrigerant R290
Weight Gross / Net (kg) 82/71, 94/81(-50)
Air Cooled Model(s) FM-170EE-HC*, FM-170EE-HCN*,
FM-170EE-50-HC*, FM-170EE-HCN*
« Photo of FM-170EE-HC/HCN Type of Ice FM-170EE-HC*, FM-170EE-50-HC*
— Flake Ice
FM-170EE-HCN*, FM-170EE-50-HCN*
—Nugget Ice

FM-300AKE-HC/HCN-SB*

Production Capacity (kg/24h) Approx. 300 (F) / 250 (N)

& Dimensions W x D x H (mm) 560 x 700 x 780
ECOFRIENDLY Electrical Supply 1/220 - 240V/50Hz
HFCFREE
Electrical Capacity (kW) 0,9(F) / 0.96(N)
; . . Refrigerant R290
ER —g'l Weight Gross / Net (kg) 88/81
‘ : : Corresponding Bins B-301SA, B-501SA, B-801SA
Air Cooled Model(s) FM-300AKE-HC-SB*, FM-300AKE-HCN-SB*
Type of Ice FM-300AKE-HC-SB* — Flake Ice

FM-300AKE-HCN-SB* — Nugget Ice

FM-480AKE-HC/HCN-SB

Production Capacity (kg/24h) Approx. 450 (F) / 380 (N)
Dimensions W x D x H (mm) 560 x 700 x 780
Electrical Supply 1/220 - 240V/50Hz
& Electrical Capacity (kW) 1,10(F) / 1.17(N)
ECOFRIENDLY Refrigerant R290
Weight Gross / Net (kg) 99/92
; Corresponding Bins B-301SA, B-501SA, B-801SA
T e Air Cooled Model(s) FM-480AKE-HC-SB, FM-480AKE-HCN-SB
. : I Type of Ice FM-480AKE-HC-SB — Flake Ice

FM-480AKE-HCN-SB — Nugget Ice

*These products can be produced upon customer request. Please take longer lead times into consideration.
* Production capacity (kg/24h): AT10°C, WT10°C
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Ice and/or Water Dispensers
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Ice and/or Water Dispensers
Product Highlights

" ® |ce and/or water mix at the touch of a button, making
& - it as easy and simple to use as possible and therefore ideal
E?\ for self-service environments.

® Portion control can be easily set, making it easy to regulate

the consumption of ice among end-users, reducing energy

consumption and waste.

® Due to the auger system the water consumption

is equal to the ice production.

The New DCM-60KE

EACCP INTERNATIONAL
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Ice and/or Water Dispensers
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DSM-12CE

2 Production Capacity (kg/24h) Approx. 13
Storage Bin Capacity (kg) Approx. 3
:; Dimensions W x D x H (mm) 180 x 510 x 695
Electrical Supply 1/220 - 240V/50Hz
| Electrical Capacity (kW) 0,26
Refrigerant R134a
Weight Gross / Net (kg) 26/23
Type of Ice Shuttle ice

DCM-60KE (-P)

Production Capacity (kg/24h) Approx. 60

Storage Bin Capacity (kg) Approx. 19

Dimensions W x D x H (mm) 350 x 585 x 695 (max 710)
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,28

Refrigerant R134a

Weight Gross / Net (kg) 56/47

Type of Ice Cubelet + Water

Available With Lever/Push button (-P)
Optional Push button on request (-P)

DCM-120KE (-P)

Production Capacity (kg/24h) Approx. 125

Storage Bin Capacity (kg) Approx. 4

Dimensions W x D x H (mm) 350 x 585 x 815 (max 830)
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,48

Refrigerant R134a

Weight Gross / Net (kg) 66/57

Type of Ice Cubelet + Water

Available With Lever/Push button (-P)
Optional Push button on request (-P)

« Production capacity (kg/24h): AT10°C, WT10°C
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Ice and/or Water Dispensers
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-
Production Capacity (kg/24h) Approx. 230
Storage Bin Capacity (kg) Approx. 18
Dimensions Wx D x H (mm) 660 x 571 x 1016
Electrical Supply 1/230V/50Hz
Electrical Capacity (kW) 0,815
Refrigerant R404A
Weight Gross / Net (kg) 120/108
Type of Ice Cubelet + Water

Production Capacity (kg/24h) Approx. 32
Storage Bin Capacity (kg) Approx. 15
Dimensions Wx D x H (mm) 350 x 526 x 1590

Electrical Supply

1/220- 240V/50Hz IC E

DISFENSER

Electrical Capacity (kW) 0,32
Refrigerant R134a
Weight Gross / Net (kg) 71/65
Type of Ice Cube

* Production capacity (kg/24h): AT10°C, WT10°C
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Ice Storage Bins
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Storage Bins

In order to ensure ample quantities of ice at all times, Hoshizaki offers
a wide range of Storage Bins that configure perfectly with Hoshizaki
lce Machines.

The stainless steel exterior provides for easy cleaning and a long lasting attractive appearance.

Sturdy construction for side by side or stacked installations and non-corrosive bin liner provide safe, sanitary storage

of cube or flake ice. Foamed in place insulation in all bin walls provides dependable, low melt rate ice storage.

The size of the bins depends on several factors — the capacity of the machine, the average daily demand

and the peak demand.

Storage bins, manufactured by Bins are easy to clean with round
Hoshizaki are made of stainless edges for optimal hygiene.
steel and come with legs adjustable

between 9o - 120 mm.
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Hoshizaki Ice Storage Bins
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B-3015A

Bin Capacity (kg) Approx. 144

Dimensions W x D x H (mm) 560 x 820 x 1016 (Excluding legs)
Weight Gross / Net (kg) 49/37

B-5015A

Bin Capacity (kg) Approx. 217

Dimensions Wx D x H (mm) 762 x 820 x 1016 (Excluding legs)
Weight Gross / Net (kg) 57/47

B-801SA

Bin Capacity (kg) Approx. 348

Dimensions Wx D x H (mm) 1220 x 820 x 1016 (Excluding legs)
Weight Gross / Net (kg) 86/64

Optional Bin dividers on request

OTHER BRANDED BINS

Model Bin Capacity (kg) Approx. Dimensions (Including legs) W x D x H (mm) Weight (kg)
F-600-42S 246 1087 x 686 x 1019 70
F-650-44S 299 1118 x 800 x 1016 84
F-950-48S 431 1219 x 800 x 1270 110
F-1025-528 467 1320 x 800 x 1270 111
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Top Kits

Some ice machine bin combinations may require a top kit. Please check the following table for possible configurations with

the appropriate top kit.

Top Kits

www.hoshizaki-europe.com

If you wish to combine one of our ice makers with an other branded bin, please consult us as other top kits may apply.

TK 4 DM TK18D
TK4 DR TKIMD2
TK8D TK 1800
Quantity Ice Machine Model B-301SA B-501SA B-801SA
IM-240D n.a. n.a. TK IMD2
IM-240A - TK8D TK8D + TK18D
KM-320/515/650 n.a. TK8D TK8D + TK18D
2x KM-320/515/650 n.a. n.a. TK 4 DM
KM-1301 n.a. n.a. -
KMD-201 - TK8D TK8D + TK18D
KMD-270 - TK8D TK8D + TK18D
FM-170 - TK8D TK8D +TK18D
FM-300/-HC - TK8D TK8D +TK18D
FM-480/-HC - TK8D TK8D + TK18D
FM-600 - TK8D TK8D +TK18D
FM-750 n.a. - TK18D
FM-1000 n.a. - TK18D
FM-1200 n.a. - TK18D
FM-1800 n.a. n.a. TK 1800
2x IM-240A n.a. n.a. TK4 DM
2X KM-650 n.a. n.a. TK'4 DM
2x KMD-201 n.a. n.a. TK4 DM + TK 4 DR
2x KMD-270 n.a. n.a. TK4DM + TK4 DR
2x FM-170 n.a. n.a. TK 4 DM
2x FM-300 n.a. n.a. TK 4 DM
2X FM-480 n.a. n.a. TK' 4 DM
2x FM-600 n.a. n.a. TK4 DM

n.a.

no top kit necessary

combination of ice maker and bin is not possible.
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Transport Systems
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Transport Systems

Transportation methods from Hoshizaki include a range of trolleys, carts and bagging methods that are integrated as
storage compartments within the ice machines themselves. Once full, simply remove the trolley or bag full of ice, and carry
or wheel it to wherever it is needed, without needing to scoop it from the machine into a receptacle.

As well as reducing the risk of contamination, these methods save valuable time that would otherwise be lost shovelling ice
one scoop at a time.

It is very important that the opportunity for contamination (i.e. from human contact) is minimized, and Hoshizaki’s systems

do this, allowing the transportation of ice in large quantities without human manpower.

ICE TRANSPORT SYSTEMS

Model No. of Bin Capacity Dimensions Weight
carts (kg) Approx. WxDxH (mm) (kg)
ITS-100-31 1 45 (+109) 7881016 x 1178 110
ITS-500-31 1 227 (+109) 788 x 1016 x 1524 166
ITS-600-31 1 272 (+109) 788x 1016 x 1703 176
ITS-700-31 1 318 (+109) 788 x 1016 x 1905 187
ITS-1350-60 2 612 (+218) 1524 x 1016 x 1905 390
ITS-2250-60 2 955 (+218) 1524 x 1016 x 2464 420

Frame Dimensions W x D x H (mm) 720 x 960 x 990

CartWx D xH (mm) 560 x 1090 x 890
Cart Positioned in Frame W x D x H (mm) 720 x 1150 x 990

The cart requires 1100mm space to allow removal from the frame.
Optional: Additional ice cart
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Ice Bagging & Dispensing Systems
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ICE BAGGING & DISPENSING SYSTEMS

Model Bin Capacity Dimensions Weight
Approx. (kg) WxDxH (mm) (kg)

DB-650SA 295 858 x 1226 x 1651 205

DB-1000SA 454 1321 x 1156 x 1823 320

ICE STORAGE & DISPENSING SYSTEMS

Model Bin Capacity Dimensions (Including legs) Weight
Approx. (kg) WxDxH (mm) (kg)

DEV-500SG-30-75 209 762 x 788 x 1570 136

DEV-700SG-30-75 308 762 x 788 x 1969 146

UPRIGHT STORAGE BINS
Model Bin Capacity Dimensions (Including legs) Weight
Approx. (kg) WxDxH (mm) (kg)
SG-500-30 209 762 x 788 x 1105 96
SG-700-30 308 762 x 788 x 1486 100
Optional: Also available upon request:
 Additional ice cart Full range of stands for ice machines and storage bins.
« Set of 6 totes « |ce machines with full stainless steel frames and mobile cart.

« Other storage, transport, bagging and dispensing systems.

53 HOSHIZAKI-ISSUE 4



Ice Crushers
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lce Crushers

® Hoshizaki Ice Crushers are easy to operate and very compact.
® |deal for crushing large quantities of ice cubes for perfectly presented drinks.

® Crushers are small enough to place on bars or countertops and will crush 3-5 kg of ice in just 60 seconds.

Crush Capacity (kg/min) Approx. 3

Storage Capacity (kg) Approx. 1
Dimensions W x D x H (mm) 180 x 330 x 320
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,15

Weight Gross / Net (kg) 10

=
Crush Capacity (kg/min) Approx. 5
Storage Capacity (kg) Approx. 5
Dimensions W x D x H (mm) 370x310x 510
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,15
Weight Gross / Net (kg) 25
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Sushi Cases
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Product Highlights

Hoshizaki’s HNC Sushi Cases are designed to be aesthetically appealing. They are produced to sit on counter
tops, with a contemporary and modern design that looks great as well keeping your sushi cooled at exactly

the right temperature.

® Stable humidity and temperature levels ® Hoshizaki machines will not defrost
are maintained at all times, instead and allow condensation to drip onto the
of forced air circulation methods that sushi displayed within them, protecting
dry out and ruin displayed sushi. Your the integrity of the product at all times.

sushi will stay fresh longer and taste

as good as it looks.
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Sushi Cases
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Right Version Shown

HNC-120BE

Net Capacity (L) 42

Temperature (°C) Approx. 5

Dimensions W x D x H (mm) 1200 x 345 x 270
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,15

Refrigerant R134a

Weight Gross / Net (kg) 44/32

Compressor (Left side) HNC-120BE-L
Compressor (Right side) HNC-120BE-R

Left Version Shown

Net Capacity (L) 57

Temperature (°C) Approx. 5

Dimensions W x D x H (mm) 1500 x 345 x 270
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,15

Refrigerant R134a

Weight Gross / Net (kg) 52/37

Compressor (Left side) HNC-150BE-L
Compressor (Right side) HNC-150BE-R

HOSHIZAKI-ISSUE 4
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Right Version Shown

HNC-180BE

Sushi Cases

Net Capacity (L) 72

Temperature (°C) Approx. 5

Dimensions W x D x H (mm) 1800 x 345 x 270
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,15

Refrigerant R134a

Weight Gross / Net (kg) 60/42

Compressor (Left side) HNC-180BE-L
Compressor (Right side) HNC-180BE-R

Left Version Shown

HNC-210BE

Net Capacity (L) 87

Temperature (°C) Approx. 5

Dimensions W x D x H (mm) 2100 x 345 x 270
Electrical Supply 1/220 - 240V/50Hz
Electrical Capacity (kW) 0,15

Refrigerant R134a

Weight Gross / Net (kg) 68/47

Compressor (Left side) HNC-210BE-L
Compressor (Right side) HNC-210BE-R
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HOSHIZAKI

Hoshizaki Europe B.V.

Tel. +31 20 6918499
Fax +31 20 6918768
sales@hoshizaki.nl

Hoshizaki UK (UK, Ireland)

Tel. +44 845 456 0585
Fax +44 132 283 8331
uksales@hoshizaki.co.uk

Hoshizaki Deutschland
(Germany, Switzerland, Austria)

Tel. +49 2154/92810
Fax +49 2154/928128
info@hoshizaki.de

Hoshizaki France

Tel. +33 1 48 63 93 80
Fax +33 1 48 63 93 88
info@hoshizaki.fr

www.hoshizaki-europe.com

Hoshizaki Iberia
(Spain, Portugal)
Tel. +34 93 478 09 52

Fax +34 93 478 08 00
info@hoshizaki.es

Hoshizaki Middle East

Tel. +971 48 876 612
Fax +971 48 876 613
sales@hoshizaki.ae

Hoshizaki Nederland & Belgié

Tel. +31 20 5650420 (Nederland)
Tel. +32 2 712 30 30 (Belgié)

Fax +31 20 6918768
sales@hoshizaki.nl (Nederland)
info@hoshizaki.be (Belgié)

Every effort has been made to ensure that the information contained in this publication is accurate at the time of publishing. Hoshizaki Europe B.V.
assumes no responsibility or liability for typographical errors or omissions or for any misinterpretation of the information within the publication and

reserves the right to change without notice.
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